Model #380044 


POWELL ZONE 


Sion 


Aluminum/Steel 
Garage Jack 


Owner's Manual 


Please read and save these instructions. Read carefully before attempting 
to assemble, install, operate or maintain the product described. 
Protect yourself and others by observing all safety information. Failure 
to comply with instructions could result in personal injury and/or property 
damage! Retain instructions for future reference. 


© Copyright 2008 POWERZONE™ 


SPECIFICATIONS 


Rated Capacity: 3 Ton (6000LB) 


Weight: 58 LBS 
Lowered Height: 4" (100 MM) Oil Fill Plug Gah 
Maximum Height: 18-1/4" (465 MM) (on Ram, under Lift Arm) 


Lift Arm 
Saddle Yoke 


Handle Socket 
Screw 
(behind yoke) 


Lift Arm Linkage 


Rear Caster 


Front Wheel 


OWNER/OPERATOR RESPONSIBILITY 


The owner and/or operator shall study the product instructions and retain them for future 
reference. 


The owner and/or operator shall have an understanding of the product operating 
instructions and warnings before operating the jack. 


Warning information shall be emphasizec and understood. If the operator is not fluent in 
English, the product instructions and warnings shall be read to and discussed with the 
operator in the operator's native language by the purchaser/owner or his designee, making 
sure that the operator comprehends its contents. 


INSPECTION 


. Owners and/or operator should be aware that repair of this equipment may require 
specialized knowledge and facilities. It is recommended that an annual inspection be 
made by a manufacturer's or supplier's authorized repair facility and that any defective 
parts, decals, or safety labels or signs be replaced with manufacturer's or supplier's specified 
parts. A list of authorized repair facilities is available from the manufacturer or supplier. 


e Visual inspection should be made before each use of the jack. Check for abnormal 
conditions such as cracked welds, leaks, and damaged, loose or missing parts. 
+ Any jack that appears to be damaged in any way, is found to be worn or operates 
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abnormally, must be removed from service immediately. 

+ If the jack is accidentally subjected to an abnormal load or shock, it must be taken out of 
service immediately and be inspected by a qualified repair or service center. 

+ It is recommended that an annual inspection is performed on the jack and that any 
damaged or worn parts, decals or warning labels be replaced with manufacture's 
specified parts. 


ALTERATIONS 


e Because of potential hazards associated with this type of equipment, no alterations 
should be madé*to the product. 


ATTACHMENTS AND ADAPTERS 


Only attachments and/or adapters supplied by the manufacturer shall be used. 


ASSEMBLY 


This jack is completely assembled except for the handle. Note the handle has two sections, 

one upper with screw attached and the lower section. 

- Remove | 2 screw and slide the lower section into the upper one affixing the two by 
replacing"fe screw. 

. Loosen the handle socket screw in the yoke. 

. Apply a small amount of grease to the handle socket. 

. Place the assembled handle into the handle socket. 

. Tighten the handle socket screw. 
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WARNINGS 


* Failure to heed these warnings may result in loss of load, damage to jack, and/or failure 
resulting in property damage, personal or fatal injury. 

+ This is a lifting device only. Do not move or dolly the vehicle while on the jack. 

Immediately after lifting, support the vehicle with jack stands. 

Do not exceed rated capacity. Overloading can cause damage to or failure of the jack. 

Lift only on areas of the vehicle as specified by the vehicle manufacturer. 

Center load on saddle prior to lifting. Off-centre loads may cause damage to jack, loss 

of load, property damage, personal or fatal injury. 

This jack is designed for use only on hard level surfaces capable of sustaining the load. 

Use on other than hard level surfaces can result in jack instability and possible loss of load. 

No alterations should be made to this jack. 

Read, study and understand the operating manual before operating jack. 


OPERATIONS 


Before use: Air may become trapped in the hydraulic system. To purge air: 

. Turn handle counterclockwise one full turn to open. 

. Pump handle rapidly four full strokes. 

. Turn handle clockwise to close valve. 

. Pump handle until the lift arm reaches maximum height and continue to pump several 

times to remove trapped air in the arm. 

5. Turn handle counterclockwise one full turn and lower lift arm to the lowest position. Use 
force if necessary. 

6. Turn handle clockwise to closed position and check for proper pump action. It may be 
necessary to perform the above more than once to assure air is evacuated totally. 


AUN- 


To Raise Load: 

1. Make sure the jack and the vehicle are on a hard level surface. 

2. Always set the vehicle parking brake and block the wheels. 

3. Consult the vehicle owners manual to ascertain the location of jack points and position 
the jack beneath the prescribed lift point. 

4. Turn the handle clockwise to closed position. Do not over tighten! 

5. Pump the handle and raise the vehicle to the desired height. 

6. Place jack stands beneath the vehicle at locations recommended by the vehicle 
manufacturer, and do not get under the vehicle without jack stands, as jacks are not 
designed to maintain these heavy loads for long time periods. 

7. Turn handle slowly counterclockwise to lower load onto jack stands. A 

To Lower Load: 

1. Turn handle clockwise to closed position. 

2. Pump handle to life vehicle off the jack stands. 

3. Remove jack stands. Do not get under or let anyone else under the vehicle. 

4. Turn handle SLOWLY counterclockwise to lower the vehicle onto the ground. 


MAINTENANCE ; 


When adding or replacing hydraulic fluid, always use a quality hydraulic fluid. DO NOT use 
brake fluid, alcohol, detergent motor oil, dirty oil or any fluid other than quality hydraulic 
fluid. Improper fluids can cause internal damage to the jack and improper or unsafe 
operation. 


Adding Hydraulic Fluid 

With the saddle fully lowered and the jack on the level ground turn handle counterclockwise to 
allow ram to fully retract. Using a phillips head screwdriver, remove the Top Plate by 
unscrewing the 4 screws on the side panels of the Jack. The Oil Fill Plug is located on the 
Ram, under the Lift Arm. Use a flat head screwdriver to remove the Oil Fill Plug. Hydraulic 
fluid should be filled to the level of the filler plug hole. If the level is below this hole, add 
hydraulic fluid as needed. Follow instructions in the Operations Section to purge air. 


LUBRICATION 

All moving joints require lubrication often. Lightly grease saddle post and saddle bottom. 
Remove handle and grease the lower end of handle where it rotates in the handle socket. 
Using a grease gun, grease the lift arm pivot shaft grease fitting until grease appears at the 
end of the shaft. Oil all lift arm linkages, front wheels and rear casters. 


DAMAGED EQUIPMENT 


Any jack that appears to be damaged in any way, is found to be worn, or operates 
abnormally SHALL BE REMOVED FROM SERVICE UNTIL REPAIRED. It is recommended that 
necessary repairs be made by a manufacturer's or suppliers authorized repair facility if 
repairs are permitted by the manufacturer or supplier. 


TROUBLESHOOTING GUIDE 


Problem Action 

Unit will not lift load Check oil level, add hydraulic jack oil if 

oil level is low. Purge air from hydraulic 
a system by following procedure under 

OPERATIONS. 

Unit will not sustain load or feels “spongy” Purge air from hydraulic system as 

under load. above. 

Unit will not lift to full height. Purge air from hydraulic system as 


above. Check to be sure oil level is not 
too high or low. 


Unit will not lower completely. Check oil level. Make sure not overfilled. 
Handle tends to raise up while the unit is Pump the handle rapidly several times to 
under load. push oil past ball valves in power unit. 
Unit still does not operate. Contact customer service. 


Parts Diagram 


Parts Listing 


[item No. Part No. Description [ Qty |lfem No.| Part No. Description Qty 
1 380044-01 Nut M12 4 24 | 380044-24 | Handle, lower section 1 
2 380044-02 | Flat washer 12 2 25 | 380044-25 Handle, up section 1 
3 380044-03 Front wheel bushing v2 26 380044-26 Power unit assembly 1 
4 380044-04 | Front wheel 2 27 |380044-27 | Retaining ring 20 2 
5 380044-05 | Side plate 2 28 380044-28 | Linkage block 1 
6 380044-06 Canying handle 2 29 380044-29 Pin 4X40 1 
Z 380044-07 | Screw M8X20 la 30 380044-30 Roller bolt 1 
8  [380044-08 | Tooth washer 8 4 31 [380044-31 | Roler 1 
x 380044-0?. | Retaining ring 16 2 32 |380044-32 | Handle yoke screw 1 
10 380044-10 |~ Long linkage 2 33 |380044-33 | Retaining ring 12 1 
11 380044-1 1 Front wheel axis 1 34 |380044-34 | Spring pin 3X14 1 
12 380044-12 Rubber plate 1 35 380044-35 Retum spring | 2 

here Es 3 Rod i 36 380044-36 Handle yoke 1 
14 380044-14 Lift arm assembly 1 37 380044-37 | Handle yoke bolt 2 
15 380044-15 | Saddle 1 38 380044-38 | Rod 1 
16 380044-1 6 | Saddle screw 1 39 380044-39 Rubber guard 2 
17 |380044-17 | Screw M10X16 4 40 | 380044-40 | Screw M8X25 4 

18 | 380044-18 | Tooth washer 10 10 41 380044-41 Long linkage axle 2 
19 | 380044-19 | Flat washer 10 2 42 |380044-42 | Spring washer 12 6 
20 |380044-20 | Flat washer 10 2 43 |380044-43 | Screw M 12X25 6 
21 380044-21 Rear caster base 2 44 |380044-44 | Screw M10X25 6 
22 380044-22 Rear caster assembly 2 45 380044-45 Covering plate 1 
23 380044-23 | Screw M6X35 1 46 380044-46 | Screw 4.2X16 4 
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Customer Service 
Servicio para el Consumidor 
Phone: 1-877-856-1617 
Email: customerservice@milestoneindustrial.com 


Milestone Industrial, Inc. 


IDEN GONE Ez 


EAS TE Chino, CA 91710 


